
An agricultural machinery partner with great service and great value.

Great Choice. Great Performance. Great Value. Great Results

FARMTRAC FT26

Compact design and unmatched versatility

The FT26 and FT26HST are ideal for multiple applications, such as 

greenhouses, smallholdings, paddocks or orchards. Powered by a 

24.4hp Mitsubishi diesel engine with selectable 4WD and available 

with a 9x3 manual transmission or a 3-range HST transmission.  

There’s an abundance of versatility with the FT26 models.
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Rear three point linkage

Logically laid out controls

Independent HST Pedals
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Standard Equipment

• 24.4hp Mitsubishi diesel engine

• Selectable 4WD

• Power steering

• Rear hydraulic spool valves

• Folding ROPS

• Easy to view instrument panel

• Rear work lamp

• Road lighting kit

• Flashing beacon (ROPS mounted)

• Battery isolator

• Rear mounted tool box

Optional Equipment

• Agricultural tyres

• Turf tyres

• Industrial tyres

• 3000 series front loader 

• Loader 3rd function kit

Engine FARMTRAC FT26 FARMTRAC FT26H

Engine hp 24.4 24.4

No. of cylinders 3 3

Type Natural aspirated Natural aspirated

Volume (cc) 1318 1318

PTO

Rear PTO (rpm) 540 & 540E 540

MID PTO (rpm) N/A 2000

Transmission

Type 9F+3R constant mesh 3-range HST

Differential lock Standard Standard

Brakes

Type Oil immersed brakes Oil immersed brakes

Parking brake Independent Independent

Three Point Linkage

Category Cat 1N Cat 1N

Stay bar/check chain Box type stay bar Box type stay bar

Hydraulics

Rear linkage control Draft and position control Position control

Lift capacity (kg) 750kg (at hitch point) 750kg (at hitch point)

Auxiliary valve 1DA (2 nos.) 1DA (2 nos.)

Steering

Type Hydrostatic power steering Hydrostatic power steering

Front Axle

Type Selectable 4WD Selectable 4WD

Capacities

Fuel tank (ltrs) 24 24

Dimensions

Length (mm) 2465 2465

Width (mm) 1040 1040

Height (mm) 2192 up to beacon 1960 to ROPS

Wheelbase (mm) 1550 1550

Ground clearance (mm) 310 265

Weight (kg) 1000 1050

Specifications correct at time of publishing but are subject to change at any time.
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